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TOP FINISH - SPI-B2
NO TOOL OR SCUFF MARKS

Tensile Strength ASTMDA412 Mpa 7.6
D4
.409+.008 1. ooo+ 013 Elongation at break ASTMDA412 % 705.6
Hardness ASTMD2240 29
A< Compression set (22hrs @ 70°C) | ASTMD395 % 6.18
D2 Density ASTMD3165 1.0733
~.488+.013 :
Heat aging (70hrs @ 70°C)
FINISH ON SIDES Change in Tensile strength | ASTMD573 % -35.5
SPI-C2 (F3) MATERIAL 1 Change in Elongation | ASTMD573 % -10.3
D12
-500+.016 MATERIAL 2 Change in Hardness | ASTMD573 5
/ Compression Stress Modulus
Compression 5% Mpa 0.22
Compression 10% Mpa 0.34
120 REF Compression 20% Mpa 0.55
Compression 25% Mpa 0.74
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MATERIAL#1 - VicoSeal™003R - 30 DURO Er e o | VIEONE ST CERES o £
MATERIAL#2 - 11 ga CRS YELLOW ANODIZED e oaoona | Title - Scale:2:1
NATURAL RUBBER VULCANIZED TO YELLOW ANODIZED STEEL, RoHS APPROVED Material
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