FUTURA Md Bt FONT 0.060" HEIGHT
CENTERED IN POCKET, FLUSH

D8 TO SURFACE
®.135 X .010" DEEP . D9 TOP FINISH - SPI-B2
D10 392 TYP NO TOOL OR SCUFF MARKS
.063
D7 TYP
®.217+.008 \
D6
.oeu.oos‘l @
D11
D5 —
.062+.008 | é 265TYP
(@{@B)h\|
Tensile Strength ASTMDA412 Mpa 9.2
D4 |
D1 P "
.409+.008 1.000£.013 Elongation at break ASTMD412 %o 194.8
Hardness ASTMD2240 89
Compression set (70hrs @ 100°C)| ASTMD395 % 6.6
D2
©488+.013 Density ASTMD3165 1.24
Heat aging (70hrs @ 125°C)
Change in Tensile strength | ASTMD573 % -19.6
o2 e Change in Elongation | ASTMD573 | % -59.5
FINISH ON SIDES Change in Hardness | ASTMD573 7
/ SPI-D2 [F4] :
» Compression Stress Modulus
Compression 5% Mpa 1.35
Compression 10% Mpa 2.36
Compression 20% Mpa 5.16
ED“AS!H-I(S)H ON Compression 25% Mpa 5.89
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